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DESCRIPTION

CHRYSO°MT Pigment are 100% natural pigments and are CHRYSO®MT Pigment are UV stable and can be used with any

extracted from quarries across the world. binder based on cement and lime.

The natural stones are dried (at 200°C) or calcinated (at 700°C) CHRYSO®MT Pigment are particularly adapted for use in

before being grinded to achieve a very fine powder form. CHRYSO®Micro Topping solutions: CHRYSO®Beton Cire and
CHRYSO®Proskin.

BENEFITS FIELDS OF APPLICATION

= Long lasting - UV stable = CHRYSO®BétonCiré

= Adapted for CHRYSO®Micro Topping application = CHRYSOQ®Texture top

= No traces when CHRYSO®Micro Topping is troweled = Préfamix Gfrc

= Natural colours = High performance mortar (Effix Design, mortar mix)
= High coloring power = CHRYSO®Vertic'art

= CHRYSO®ProSkin

= Whitewashes in lime
PACKAGING

= 1 kg bucket

The information contained in this document is given to the best of our knowledge and is the result of extensive and controlled testing. However,it cannot under
any circumstances be considered as a warranty involving our liability in the case of misuse. Tests should be con ducted before the product is used to ensure
that the methods and conditions of use of the product are satisfactory. Our specialists remain at the disposal of customers if they require help with the
application of the product for their specific needs. www.chrysogulf.com

CHRYSO Gulf LLC, P.0. Box 22849 - Doha - QATAR Tél.:(+974) 4450 0840 Fax:(+974) 44500830 e-mailadmin@chrysogulf.com
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INDICATIVE INFORMATION PRECAUTIONS

Product Nature powder Do not exceed 5% dosage (compared to the powder weight) of
CHRYSO®MicroTopping systems.

Color According to colour chart

Lifetime 12 months

Water solubility Insoluble

Nominal diameter 35 um Prior to any use, please read carefully the Material Safety Data

Sheets.
METHOD OF USE

= CHRYSO®MT Pigment are usually weight in % of the main
powder of CHRYSO®MicroTopping systems.

= Follow CHRYSO®Proskin & CHRYSO®Beton Cire application
methodologies.

Implementation :

For coloration of CHRYSO®Beton Cire & CHRYSO®Proskin.

Dosages in g (equivalency in %) :

= 5.0% = 50 g pigment for 1 kg powder

= 2.0% =20 g pigment for 1 kg powder

= 0.5% = 5 g pigment for 1 kg powder

The information contained in this document is given to the best of our knowledge and is the result of extensive and controlled testing. However,it cannot under
any circumstances be considered as a warranty involving our liability in the case of misuse. Tests should be con ducted before the product is used to ensure
that the methods and conditions of use of the product are satisfactory. Our specialists remain at the disposal of customers if they require help with the
application of the product for their specific needs. www.chrysogulf.com

CHRYSO Gulf LLC, P.O. Box 22849 - Doha - QATAR Tél.:(+974) 4450 0840 Fax:(+974) 44500830 e-mail:admin@chrysogulf.com
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