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DESCRIPTION

CHRYSO®ADCEM Filler is a natural limestone powder specifically
classified and selected for the production of the Cemfloor liquid
screeds.

CHRYSO®ADCEM Filler provides multiple benefits, including
controlling the various shrinkage stages in the mix design
of Cemfloor Portland cement based self levelling fluid screeds.

BENEFITS

CHRYSO®ADCEM Filler in
with CHRYSO and CEMEXA's
formulation method gives the fluid screeds the following
properties:
= Long term workability retention without prejudicial set retarding
effect
= Enhanced viscosity and lengthening of rheology
= Increased pumping rate and robustness in rough conditions

PACKAGING

= 25kg bag
= Bulk delivery on request

conjunction

CHRYSO®ADCEM Filler enables Cemfloor liquid screed to achieve
very low shrinkage with an average below 400
u/m Cemfloor screed can be applied on surfaces up to 150 m?
without control joints.

CHRYSO®ADCEM Filler enables Cemfloor stability, rheology,
workability retention and concrete hydration.

cem moabi

FIELDS OF APPLICATION

Cemfloor fluid screed formulations of class C16F3, C20F4 and
C25F5 can be achieved by varying the
quantities ~ of CHRYSO®ADCEM Filler in the compositions
according to the quality of the existing materials.
Cemfloormix design is developed
by CHRYSO and CEMEXA.

= Cemfloor or Mobicem screeds

= Architectural concrete

= Floor slabs

= Industrial floors

= etc

and  approved

The information contained in this document is given to the best of our knowledge and is the result of extensive and controlled testing. However,it cannot under
any circumstances be considered as a warranty involving our liability in the case of misuse. Tests should be con ducted before the product is used to ensure
that the methods and conditions of use of the product are satisfactory. Our specialists remain at the disposal of customers if they require help with the

application of the product for their specific needs. www.chrysogulf.com

CHRYSO Gulf LLC, P.0. Box 22849 - Doha - QATAR Tél.:(+974) 4450 0840 Fax:(+974) 44500830 e-mail:admin@chrysogulf.com
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INDICATIVE INFORMATION

Product Nature Fine powder
Color White
Lifetime 12 months
Specific gravity 2,700 + 0,020

METHOD OF USE

= Proportion: please refer to the mix design recommendation
provided by CHRYSO and CEMEXA.

= CHRYSO®ADCEM Filler is added during the industrial
preparation in production centers.
= CHRYSO®ADCEM Filler is one of the component

of Cemfloor liquid screeds. To ensure quality, consistency and
the proper screed performance, the liquid screed Cemfloor mix
design must be developed in partnership with the batching and
delivery company with mandatory approval by CHRYSO.
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PRECAUTIONS

= Store in dry ventilated conditions. Protect from heat.

= Protect from air, humidity and light.

Always follow CHRYSO's recommendation for Cemfloor mix
design, production, jobsite preparation, pumping, leveling and
curing.

Quality control is key to obtain a consistent Cemfloor screed
quality and must be followed in detail, as requested
by CHRYSO and CEMEXA.

Prior to any use, please read carefully the Material Safety Data
Sheets.

The information contained in this document is given to the best of our knowledge and is the result of extensive and controlled testing. However,it cannot under
any circumstances be considered as a warranty involving our liability in the case of misuse. Tests should be con ducted before the product is used to ensure
that the methods and conditions of use of the product are satisfactory. Our specialists remain at the disposal of customers if they require help with the

application of the product for their specific needs. www.chrysogulf.com
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